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Addendum #1

Project Lehi Legacy Re-Roof

123 North Center Street

Lehi, Utah 84043

Date 11 August 2011

This Addendum forms a part of the Contract Documents and modifies the original Bidding Documents as noted below. 

Acknowledge receipt of this Addendum in the space provided on the Bid Form.  Failure to do so may subject the Bidder

to disqualification

Description

ARCHITECTURAL ITEMS

SPECIFICATIONS

Bid Requirements - Proposal Form

Section 01010

Section 07531

Replace Form with attached

Add paragraph 1.1.G.2

Moving the T-mobile equipment is the responsibility of T-mobile. The contractor is

responsible for coordination. The equipment must remain in operation.

Replace section with attached.

END OF ADDENDUM
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BIDDING REQUIREMENTS - PROPOSAL FORM PAGE 1

BIDDING REQUIREMENTS - PROPOSAL FORM

PROJECT: LEHI LEGACY CENTER RE-ROOF

The undersigned hereby proposes and agrees to provide construction services for the above

project, in conformity with the Bidding Documents prepared by  MWA,  Inc., for the sum hereafter

listed:

FOR EXTERIOR INSULATION AND EPDM ROOFING, THE SUM OF: 

DOLLARS

($ )

ALTERNATE 1 - FOR EXTERIOR INSULATION AND PVC ROOFING, THE SUM OF: 

DOLLARS

($ )

The above work will be awarded in total or in part as determined by Lehi City.

5 percent bid security in accordance with Instructions to Bidders is attached to this Proposal in the

form of a check __________, or bid bond _________.

The undersigned has examined the location of the Work, and is familiar with the Bid Documents

and the local conditions of the place where the Work is to be done.

The undersigned agrees to have work substantially completed within _______ consecutive calendar

days after notice to proceed.

Upon receipt of acceptance of this bid, I (we) shall execute the Contract within 10 days and deliver

surety bonds for the faithful performance and payment under this Contract.

This bid is valid forU a period of 30 days after the date set for receipt of bids.

The following addenda are hereby acknowledged:

Addenda Numbers 

My / Our State of Utah Contractor’s License is Number 

Dated this ____________day of August 2011.

Respectfully submitted,

Contractor Name 

Contact Person 

Signature 

Title 
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SECTION 01010 - SUMMARY OF WORK

1.1 GENERAL

A. The Project consists of a re-roof of the upper roof deck over the gymnasium portion
of the building. The new  insulation and roofing will be installed over the existing roof
membrane with no general demolition.  All existing mechanical equipment will
remain. All roof top HVAC units will remain on existing curbs with new flashing. All
existing piping, electrical connections, existing communications equipment and
cabling, etc., will require lifting to the new roof elevation and reinstallation on blocks
and skids. The existing parapet wall flashing will require removal and reinstallation
over the new roofing.

B. Project Location: 123 North Center St., Lehi, Utah (Lehi Legacy Center)

C. Owner: City of Lehi, Utah

D. Contract Documents, dated 1 August 2011, were prepared for the Project by Mark
Wilson Architects, Inc. 46 West Main Street. Lehi, Utah 84043.

E. Use of the Site:  Limit use of premises to areas indicated.  Do not disturb portions of
the site beyond the areas indicated.
1. Allow for Owner occupancy and use by the public.
2. Keep driveways and entrances clear.  Do not use these areas for parking or

material storage.  Schedule deliveries to minimize on-site storage of materials
and equipment.

F. Use of the Existing Building:  Maintain building weather tight.  Repair damage caused
by construction.  Protect the building during construction.

G. Full Owner Occupancy:  The Owner will occupy the site, the existing Legacy Center
gymnasiums and adjacent Aquatics Center during construction.  Cooperate with the
Owner to minimize conflicts and facilitate Owner usage.  Do not interfere with the
Owner's operations.
1. All work on existing utilities, hvac units, cellular equipment, etc. must be

coordinated with the Owner.
a. Any item damaged must be replaced to original condition.

2. Moving the T-mobile equipment is the responsibility of T-mobile. The contractor
is responsible for coordination. The equipment must remain in operation.

H. Partial Owner Occupancy:  The Owner reserves the right to occupy and to place and
install equipment in completed areas of the building prior to Substantial Completion. 
Placing equipment and partial occupancy do not constitute acceptance of the Work.
1. The Architect will prepare a Certificate of Substantial Completion for each

portion of Work occupied prior to Owner occupancy.
2. Obtain a Certificate of Occupancy from building officials prior to Owner

occupancy.
3. Mechanical and electrical systems shall be operational and required inspections

and tests completed prior to partial Owner occupancy.  Upon occupancy, the
Owner will operate and maintain systems serving occupied portions of the
building.

4. The Owner will be responsible for maintenance and custodial service for
occupied portions of the building.

I. Products Ordered in Advance:  The Owner may negotiate purchase orders with
suppliers of material and equipment to be incorporated into the Work.  Purchase
orders are assigned to the Contractor.  Receiving, handling, storage, and installation
costs are included in the Contract Sum.
1. Contractor's responsibilities are the same as if Contractor negotiated purchase

orders.  If necessary, Contractor shall renegotiate purchase and execute final
purchase-order agreements.

J. Owner-Furnished Products:  The Owner may furnish materials, equipment and
products.  The Work includes providing support systems to receive Owner's
equipment, and mechanical and electrical connections.
1. The Owner will arrange for and deliver shop drawings, product data, and

samples to the Contractor.
2. The Owner will arrange and pay for delivery according to the Contractor's

Construction Schedule.
3. The Owner will inspect items delivered for damage.
4. If items are damaged, defective, or missing, the Owner will arrange for

replacement.
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5. The Owner will arrange for field services and for the delivery of warranties to
the Contractor.

6. The Contractor shall designate delivery dates in the Contractor's Construction
Schedule.

7. The Contractor shall review shop drawings, product data, and samples and
return them noting discrepancies or problems anticipated in using the product.

8. The Contractor is responsible for receiving, unloading, and handling Owner-
furnished items at the site.

9. The Contractor is responsible for protecting items from damage, including
exposure to the elements.  The Contractor shall repair or replace items
damaged as a result of his operations.

END OF SECTION 01010
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SECTION 07531 - SINGLE-PLY MEMBRANE ROOFING

Part -  1 GENERAL

1.1 SUMMARY

A. This Section includes:
1. Fully adhered membrane roofing
2. Roof Insulation

1.2 PERFORMANCE REQUIREMENTS:

A. Install sheet membrane roofing, insulation and base flashing that are watertight; will
not permit the passage of liquid water; and will withstand wind loads, thermally
induced movement, and exposure to weather without failure.

1.3 SUBMITTALS:

A. Product Data for each type of roofing product specified and the following:
1. Shop Drawings detailing base flashing, membrane terminations, and tapered

insulation with slopes.
2. Product test reports indicating compliance of components of roofing system

with requirements.

1.4 QUALITY ASSURANCE:

A. Installer Qualifications:  Engage an experienced installer to perform work of this
Section who has specialized in installing roofing similar to that required for this
Project and who is approved, authorized, or licensed by the roofing system
manufacturer to install manufacturer's product.

B. Fire-Test-Response Characteristics:  Provide roofing materials with the following fire-
test-response characteristics:
1. Exterior Fire-Test Exposure:  Class B; ASTM E 108, for application and slopes

indicated.

C. Preinstallation Conference:  Before installing roofing system, conduct conference at
Project site to comply with requirements of Division 1 Section "Project Meetings." 
Notify participants at least 5 working days before conference.

D. Meet with Owner; Architect; roofing Installer; roofing system manufacturer's
representative; deck Installer; and installers whose work interfaces with or affects
roofing, including installers of roof accessories and roof-mounted equipment.

E. Standard Roofing Manufacturer's Warranty:  Submit a written warranty, without
monetary limitation, signed by roofing system manufacturer agreeing to promptly
repair leaks resulting from defects in materials or workmanship for the period of 10
years.

Part -  2 PRODUCTS

2.1 EPDM Memebrane:

A. EPDM Memebrane: Uniform, flexible sheet formed from a terpolymer of ethylene-
propylene-diene, complying with ASTM D 4637, Type 1, of the following grade, class,
thickness, and exposed face color:
1. Grade and Class:  Grade 1 or 2 and Class SR, scrim or fabric internal

reinforced.
2. Thickness:  60 mils, nominal.
3. Exposed Face Color: White

2.2 Alternate 1 - PVC Membrane:

A. PVC Membrane: ASTM D 4434, Type III, fabric reinforced and fleece backed that
contains KEE (Elvaloy) to reduce plasticizer migration.  If the membrane does not
contain KEE, then a post installation coating is required to mitigate plasticizer
migration.
1. Thickness:  60 mils, nominal.
2. Exposed Face Color: White

2.3 Auxiliary Materials:  Furnish auxiliary materials recommended by roofing system
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manufacturer for intended use and compatible with EPDM (PVC Alternate) membrane
roofing.

A. Sheet Flashing:  60 mils thick EPDM (PVC Alternate), uncured or cured, according to
application.

B. Bonding Adhesive:  Manufacturer's standard bonding adhesive.

C. Splice Adhesive and Cleaner:  Single-component butyl splicing adhesive and solvent-
based splice cleaner.

D. Splice Primer and Tape:  Manufacturer's standard synthetic rubber polymer primer
and 3-inch wide minimum, butyl splice tape with release film.

E. Miscellaneous Accessories:  Provide lap sealant, water cutoff mastic, metal
termination bars, metal battens, fasteners, pourable sealers, preformed cone and
vent sheet flashings, preformed inside and outside corner sheet flashings, T-joint
covers, in-seam sealants, termination reglets, and other accessories.

2.4 Polyisocyanurate Board Insulation:  ASTM C 1289, Type II, felt or glass-fiber mat on both
major surfaces.

A. Tapered Insulation:  ASTM C 1289, provide factory-tapered insulation boards
fabricated to slope of 1/4 inch per 12 inches in areas requiring crickets

B. Fasteners:  Factory-coated steel fasteners and metal or plastic plates meeting
corrosion-resistance provisions in FMG 4470, designed for fastening roof insulation to
substrate, and provided by roofing system manufacturer .

C. Insulation Cant Strips:  ASTM C 728, perlite insulation board.

2.5 Protection Mat:  Woven or nonwoven polypropylene, polyolefin, or polyester fabric mat,
water permeable and resistant to ultraviolet degradation, type and weight as
recommended by roofing system manufacturer for application.

2.6 Walkway Pads:  Factory-formed, nonporous, heavy-duty, solid-rubber, slip-resisting,
surface-textured walkway pads, approximately 3/16 inch thick, and acceptable to roofing
system manufacturer.

Part -  3 EXECUTION

3.1 Complete terminations and base flashings and provide temporary seals to prevent water
from entering completed sections of the roofing system at the end of the workday or when
rain is forecast.  Remove and discard temporary seals before beginning work on adjoining
roofing.

3.2 Install roof insulation according to roofing system manufacturer's and insulation
manufacturer's written instructions.  Install insulation with long joints of insulation in a
continuous straight line with end joints staggered between rows, abutting edges and ends
between boards.  Fill gaps exceeding 1/4 inch (with insulation).

A. Attached Insulation:  Install each layer of insulation and secure to deck using
mechanical fasteners specifically designed and sized for fastening specified board-
type roof insulation to deck type indicated.
1. Fasten insulation according to the insulation and roofing system manufacturers'

written instructions.

3.3 Adhered Sheet Installation:  Install EPDM (PVC Alternate) sheet over area to receive
roofing according to roofing system manufacturer's written instructions.  Unroll sheet and
allow to relax for a minimum of 30 minutes.  Apply bonding adhesive to substrate and
underside of sheet at rate required by manufacturer and allow to partially dry.  Do not
apply bonding adhesive to splice area of sheet.

A. Seams:  Clean both faces of splice areas, apply splicing cement, and firmly roll side
and end laps of overlapping sheets according to manufacturer's written instructions
to ensure a watertight seam installation.  Apply lap sealant and seal exposed edges
of sheet terminations.  Apply a continuous bead of in-seam sealant before closing
splice if required by roofing system manufacturer.
1. Repair tears, voids, and lapped seams in roofing that does not meet

requirements.

B. Install sheet flashings and preformed flashing accessories and adhere to substrates
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according to roofing system manufacturer's written instructions.
1. Flash penetrations and field-formed inside and outside corners with cured or

uncured sheet flashing as recommended by manufacturer.
2. Clean splice areas, apply splicing cement, and firmly roll side and end laps of

overlapping sheets according to manufacturer's written instructions to ensure a
watertight seam installation.  Apply lap sealant and seal exposed edges of
sheet flashing terminations.

3. Terminate and seal top of sheet flashings.

3.4 Walkways:  Install walkway products in locations indicated.  Adhere walkway products to
substrate with compatible adhesive according to roofing system manufacturer's written
instructions.

3.5 Protect sheet membrane roofing from damage and wear during remainder of construction
period.  When remaining construction will not affect or endanger roofing, inspect roofing
for deterioration and damage, describing its nature and extent in a written report, with
copies to Architect and Owner.

3.6 Correct deficiencies in or remove roofing that does not comply with requirements, repair
substrates, reinstall roofing, and repair sheet flashings to a condition free of damage and
deterioration at the time of Substantial Completion and according to warranty
requirements.

END OF SECTION 07531


