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[J 231 West, 800 South. Salt Lake City, UT. 84101
[ ph.801.913.3014 [] colonydesigncollective.com

Assumptions:
Type Il Storm
100 - Year Frequency
Time of Concentration 5 min.
Rainfall Depth (in) 24 Hr. 100 Year Storm 2.50

*Computed Peak Flow per SCS TR 55 Type Il Distribution

Basin 1 Components Area (ac) CN
Pervious Area 0.47 61 STAMP
Impervious Area 0.36 98
Total 0.83 77 CONSULTANT
Q100= 1.13 cfs
Required Retention Storage Volume= 2,297 cuft ~
*Storage Retention Provided in Drainage Swale

JOHANSON ENGINEERING
CIVIL-PLANNING-SURVEYING

Basin 2 Components Area (ac) CN 909 FAST 4500 SOUTH SUITE C
PerViOUS Area 049 61 PHONE (&01) 859-1862 Fij (&01) 495-2547
Impervious Area 0.05 98
Total 0.54 65

Q100= 0.18 cfs
Required Retention Storage Volume= 569 cuft
*Storage Retention Provided in Playground Area Sump

| OWNER

Lehi City Corporation

Basin 3 Components Area (ac) CN 153 North 100 East
Pervious Area 0.12 61 Lehi, Utah 84043
Impenious Area 0.16 98
Total 0.28 83

Q100= 0.52 cfs f
Required Detention Storage Volume= 497 cuft g T

*Detention Release Rate of 0.2 cfs/acre
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FOR TENNIS COURTS
(BY OTHERS)
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6.0' MAXIMUM STABILIZED CONSTRUCTION ENTRANCE NOTES:
“ 1. STONE SIZE - USE 4" STONE, OR RECLAIMED CONCRETE LEG EN D
m EQUIVALENT.
2. LENGTH - AS REQUIRED, BUT NOT LESS THAN 50 FEET
3. THICKNESS - NOT LESS THAN EIGHT (8) INCHES. —_— x x == EXISTING FENCE
4. WIDTH - TEN (10) FOOT MINIMUM, BUT NOT LESS THAN THE FULL
. WIDTH AT POINTS WHERE INGRESS OF EGRESS OCCURS. m—— e = = == === SILT FENCE
= : 5. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED
P TOWARD CONSTRUCTION ENTRANCES SHALL BE PIPED ACROSS STABILIZED CONSTRUCTION
///' S o ; THE ENTRANCE. IF PIPING IS IMPRACTICAL, A MOUNTABLE BERM WITH ENTRANCE
5:1 SIDE SLOPES WILL BE PERMITTED.
6. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A D GRAVEL BAG STORM DRAIN y
CONDITION WHICH WILL PREVENT TRACKING OR FLOWING OF INLET PROTECTION
SEDIMENT ONTO PUBLIC RIGHT-OF-WAYS. THIS MAY REQUIRE
PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS CONDITIONS
DEMAND AND REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO

TRAP SEDIMENT. ALL SEDIMENT SPILLED, DROPPED, WASHED OR
TRACKED ONTO PUBLIC RIGHT-OF-WAYS MUST BE REMOVED
IMMEDIATELY.

7. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE

. PROVIDED AFTER EACH RAINFALL.

General Silt Fence Notes

1. WHERE POSSIBLE, LAYOUT THE SILT FENCE 5.0' TO 10.0'
BEYOND THE TOE OF SLOPE.

2. ALIGN THE FENCE ALONG THE CONTOUR AS CLOSE AS POSSIBLE.

50" MIN.
3.  WHEN EXCAVATING THE TRENCH, USE MACHINERY THAT

WILL PRODUCE NO MORE THAN THE DESIRED DIMENSIONS. T T T T T T .
4.  EXTEND THE BOTTOM 3" OF FILTER FABRIC TO LINE ALL 6" MIN.

THREE SIDES OF THE TRENCH.
EXISTING PAVEMENT
5.  TO AVOID EXCESSIVE PONDING OF WATER AT LOW POINTS ALONG
THE FENCE, PROVIDE AN OPENING IN THE SILT FENCE AND INSTALL
A CHECK DAM.

10" MIN.

6. AVOID USING JOINTS ALONG THE FENCE AS MUCH AS POSSIBLE.
IF A JOINT IS NECESSARY, SPLICE THE FILTER FABRIC AT A POST WITH LU R T
A 0.50' OVERLAPS AND SECURELY FASTEN BOTH ENDS TO THE POST. C 10 MIN. . HomN

7. MAINTAIN A PROPERLY FUNCTIONING SILT FENCE THROUGHOUT THE
DURATION OF THE PROJECT OR UNTIL DISTURBED AREAS HAVE BEEN

VEGETATED. PLAN

STABILIZED CONSTRUCTION ENTRANCE

2" 2"
4' WIDE FILTER FABRIC MINIMUM
FASTENED TO POST /Eég?WOOD

EXISTING GRADE
SHEET FLOW

1.50'

BOTTOM END OF THE FILTER
LINE THE SIDES AND BOTTOM
OF THE TRENCH WITH THE
FABRIC AND BACKFILL WITH
EXCAVATED SOIL.

SILT FENCE DETAIL

EXISTING RESIDENTIAL FENCES
ARE CONSTRUCTION LIMITS

STORM WATER
RETENTION AREA

S| T ~—z —
Pavilion |}

/

/
PAVILION PROPERTY

X/ N ' )/ . BOUNDARY

INSTALL SILT FENCE \4
INSTALL STABILIZED |
CONSTRUCTION ENTRANCE \\%

INSTALL GRAVEL

BAG INLET PROTECTION

AFTER STORM DRAIN

CATCH BASIN IS INSTALLED

(TO REMAIN DURING CONSTRUCTION)
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/
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SIDEWALK

CONSTRUCTION FENCE TO BE
INSTALLED AT BACK OF EXISTING
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EXPANSION JOINT FILLER \

T/ R 4
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/ PLACE FABRIC ON THE COURT SIDE OF POSTS
¥
CHAIN LINK FENCE /
POSTS BEYOND N
VARES ~ MAXIMUM SPACING 8-0" O.C.
8"
—
112R
MEPOXYCOMTED — A}
REBAR CONTINUOUS ] 5
TIED IN AT ANCHOR I— —
ABOVE AND BELOW e N [ 4 2
6]
P ,
2|_O|l 2|_6l| j
/
/ 2" CHAIR @ EVERY REBAR CROSSING
! TWO LAYERS 6 MIL POLYETHYLENE VAPOR BARRIER \
|
j
TWO CONTINUOUS # 4 EPOXY Y X
COATED REBAR 2" CLEAR 10" |
j 4000 PSI CONCRETE
a
/ /"
\ / 1-0" 8" MIN
8" MIN. IMPORTED UNTREATED BASE
COURSE COMPACTED T0 95%

COMPACTION PER ASTM-1557

NOTE:

ALL REBAR DAMAGED
DURING CONSTRUCTION
SHALL BE REPLACED

#4 EPOXY COATED REBAR

#4 EPOXY COATED

REBAR CONTINUOUS

TIED IN AT ANCHOR
ABOVE AND BELOW

#4 EPOXY COATED REBAR

¢

EDGE OF TENNIS
/ COURT SLAB

30" TYP|CALi

/

ASREQUIRED —__ >

|

\ 7

EDGE OF TENNIS
COURT SLAB 3-0" TYPICAL
AS REQUIRED
TYPICAL CABLE LAYOUT
3 NTS
#4 EPOXY COATED REBAR

/2" CHAIR @ EVERY REBAR CROSSING

TWO CONTINUOUS REBARS 2" CLEAR

TWO LAYERS 6 MIL POLYETHYLENE VAPOR BARRIER

6" MINIMUM COMPACTED UNTREATED BASE COURSE LAYER

R
Z—l— =
T
1-0" TYP —
@/ : 1 2
VA4
1.0" TYP
P X
100 || &MN
4000 PSI CONCRETE

8" MIN. IMPORTED UNTREATED BASE
COURSE COMPACTED T0 95%
COMPACTION PER ASTM-1557

EXTENDS 30" IN DEPTH

FENCE POST FOUNDATION

@TYPICAL PERIMETER BEAM SECTION
NTS

KEYED CONSTRUCTION JOINT
ALIGNED WITH TENNIS NET
LINE

C400

~———

5"

<= )

TWO LAYERS 6 MIL POLYETHYLENE VAPOR BARRIER

2" CHAIR @ EVERY REBAR CROSSING

@TYPICAL PERIMETER FENCE POST SECTION
NTS

@TYPICAL TENNIS COURT CONCRETE SLAB SECTION

NOTE:

CONTRACTOR RESPONSIBLE FOR CONSTRUCTING TENNIS
COURTS MUST CERTIFIED BY THE FOLLOWING.

ASBA - AMERICAN SPORTS BUILDERS ASSOCIATION

PTI - POST-TENSIONING INSTITUTE

ACI - AMERICAN CONCRETE INSTITUTE
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R=4" R=1"

Nye

BRE

12"

ASPHALT PAVING

6"

on

24"

CONCRETE AREA =1.347 SQ. FT.

UNTREATED
BASE COURSE

NOTES:

1. UNTREATED BASE COURSE:
PROVIDE MATERIAL AS PER
SPECIFICATIONS. DO NOT USE
GRAVEL OR SEWER ROCK.
PLACE AS PER
SPECIFICATIONS. COMPACT AS
STATED IN SPECIFICATIONS TO
A MODIFIED PROCTOR DENSITY
OF 95 PERCENT OR GREATER.
MAXIMUM LIFT THICKNESS IS
8-INCHES BEFORE
COMPACTION.

2. CONCRETE: CURBS SHALL
BE CONSTRUCTED OF 4000 PSI
CONCRETE..

A. IF NECESSARY, PROVIDE
CONCRETE THAT ACHIEVES
DESIGN STRENGTH IN LESS
THAN 7 DAYS. USE CAUTION,
HOWEVER AS SPIDER CRACKS
DEVELOP IF AIR TEMPERATURE
EXCEEDS 90 DEGREES F.

B. UNLESS SHOWN
OTHERWISE, PROVIDE 1/2 INCH
RADIUS ON CONCRETE EDGES
EXPOSED TO PUBLIC VIEW.

@24" On-Site Concrete Curb and Reverse Gutter Detalil
NTS

MANHOLE COVER &

FRAME

/— CONCRETE COLLAR REQ'D

PRECAST RINGS TO PROPER ELEVATION
SEAL WITH KENT SEAL, RAM NECK OR EQUAL

RCP CLASS Il RISER IF NEEDED
PER ASTM C 478

PRE FORMED PLASTIC GASKET

SLOPE TO PIPE

SHAFT RINGS AS NEEDED
(1',2',3',4' LENGTHS)
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FINISH GRADE ‘
AP T
10“ T 30||
2' MIN
COVER
OVER PIPE 5
- 4.0'-5.0
< REMOVE TOP
PORTION OF
PIPE
VARIES T Y . A A \
12" MIN, OO0 3 -
6" MIN. GRAVEL BASE
>
CONSTRUCT FLOW
TROUGHS

CAST IN PLACE SLAB

#4 BARS @ 12" O.C. BOTH WAYS

@Concentric Manhole Detail
NTS

3. EXPANSION JOINTS:
FULL DEPTH 1/2 INCH
THICK TYPE

F1 JOINT FILLER
MATERIAL PER
SPECIFICATIONS. SET
TOP OF FILLER FLUSH
WITH SURFACE FOR
CONCRETE. PLACE
JOINTS TO MATCH
EXPANSION JOINT
LOCATIONS IN SIDEWALK.

4. CONTRACTION JOINTS:
PLACE JOINTS AT 10 FEET
INTERVALS. MAKE ALL

JOINTS AT LEAST 1/8 INCH

WIDE AND 2 INCHES DEEP.

FINISHED GRADE OF COMPACTED

—— g

R=1/2" 6" | ASPHALT PAVING %" ABOVE
_\ | CONCRETE GUTTER LIP.
ASPHALT PAVING x
12" —Z
8"
|
|
I
|
1
)
|
i
24" |
UNTREATED

BASE COURSE

CONCRETE AREA =1.347 SQ. FT.

NOTES:

1. UNTREATED BASE COURSE:
PROVIDE MATERIAL AS PER
SPECIFICATIONS. DO NOT USE
GRAVEL OR SEWER ROCK.
PLACE AS PER SPECIFICATIONS.
COMPACT AS STATED IN
SPECIFICATIONS TO A MODIFIED

PROCTOR DENSITY OF 95 PERCENT

OR GREATER.
MAXIMUM LIFT THICKNESS IS

6-INCHES BEFORE COMPACTION.

2. CONCRETE: CURBS SHALL BE
CONSTRUCTED OF 3000 PSI
CONCRETE..

A. IF NECESSARY, PROVIDE
CONCRETE THAT ACHIEVES

DESIGN STRENGTH IN LESS THAN 7
DAYS. USE CAUTION, HOWEVER AS

SPIDER CRACKS DEVELORP IF AIR

3. EXPANSION JOINTS: FULL DEPTH
1/2 INCH THICK TYPE

F1 JOINT FILLER MATERIAL PER
SPECIFICATIONS. SET

TOP OF FILLER FLUSH WITH
SURFACE FOR CONCRETE. PLACE
JOINTS TO MATCH EXPANSION
JOINT LOCATIONS IN SIDEWALK.

4. CONTRACTION JOINTS: PLACE
JOINTS AT 10 FEET INTERVALS.
MAKE ALL JOINTS AT LEAST 1/8 INCH
WIDE AND 2 INCHES DEEP.

TEMPERATURE EXCEEDS 90 DEGREES

B. UNLESS SHOWN OTHERWISE,

PROVIDE 1/2 INCH RADIUS ON
CONCRETE EDGES EXPOSED TO
PUBLIC VIEW.

@24" On-Site Concrete Curb and Gutter Detail
NTS

NOTES:

1-CLEANOUT REQUIRED AT OUTSIDE OF BUILDING

2-CLEANOUT REQUIRED AT 150' MAX. SPACING
AND AT CHANGE IN DIRECTION, WHERE TOTAL

AGGREGATE CHAN

P

GE EXCEEDS 135°
CONCRETE COLLAR REQ'D

6"

CLEAN OUT TO BE SIZED

FROM BLDG

=

AS SHOWN IN PLANS.

x" 45° WYE REQD

-

TO SEWER MAIN

@ Sanitary Sewer Cleanout Detail
NTS

GRANULAR STREAM LININGS
(SEE LANDSCAPING PLANS)

1:1.5 MAXIMUM SIDE SLOPE

INSTALL NON-WOVEN
FILTER FABRIC OVER
BENTONITE CLAY LAYER

2" THICK BENTONITE
CLAY LAYER

\ Vi
v/l

FLOW

HIGH WATER RETENTION

FLOW

BURY ENDS OF NON-WOVEN /

FILTER'FABRIC

1'IMIN

@Channel and Check Dam Detalil
NTS

QG
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[ Colony Design Collective
[J 231 West, 800 South. Salt Lake City, UT. 84101
@ [ ph.801.913.3014 [] colonydesigncollective.com

REPAVING
PLANT MIX ASPHALT cut
3" AGGREGATE PG 64-22 REQ'D PLANT MIX ASPHALT ‘
1" AGGREGATE PG 64-22 REQ'D NOTES: 48" MIN.
1.0' —= TRENCH CUT 1.0
FINISH GRADE N FINISH GRADE 1. ALL UTILITY PIPING REQUIRES WARNING TAPE.
% . / WARNING TAPE SHALL BE INSTALLED 2.0' ABOVE
8" UNTREATED BASE { PIPE ALONG THE ENTIRE LENGTH INCLUDING
COURSE TYPEW — 1= 8" SERVICE LATERALS. TAPE SHALL BE LABELED @ OR @
ACCORDING TO UTILITY. " MIN.
Rl FINAL 6" MIN 30° ANGLE OR AS (NOTE 2)
TRENCH BACKFILL NATIVE BACKFILL REQUIRED BY UTILITY
MATERIAL 6" MINUS e5p 2. REFER TO PLANS FOR FINISH GRADES AND PROVIDER
SURFACING.
FOIL TYPE WARNING TAPE / 3. ASPHALT TO BE PG-64-28 COMPACTION j
0,
SEE NOTE 1 INITIAL BENEATH ROADWAYS SHALL BE 95% MODIFIED c STAMP
PROCTOR.
TRACERWIRE __—+—— | ~ BACKFILL bIPE
SEE NOTE 6 ] 4. 3/4" MINUS GRADATION TO BE 100% PASSING . CONSULTANT
= ‘ EMBEDMENT THE 3/4" SIEVE WITH NO MORE THAN 8% PASSING 3/4" and 1" Service Tap - Plan No. 551
ky HAUNCHING THE NUMBER 200 SIEVE.
. // 0|2 BEDDING . . . : LEGEND ®
IMPORTED 3/4" MINUS OR i s 5. "SQUEEGEE" AND/OR "PEA GRAVEL" ARE NOT No |+ TEM DESCRIPTION
ENGINEER APPROVED BACKFILL i ALLOWED WITHIN THE PIPE ZONE. ® SERVICE PIPE TVPE . PER PLAN
ALONG THE TOP OF ALL PIPE AND SHALL BE TIED CORPORATION STOP BRASS ~
TO ALL VALVES AND HYDRANTS. SPLICING BOXES @ SERVICE SADDLE CLAMP (.1, C.l,AC) JOHANSON ENGINEERING
TERMINATIONS OF THE TRACER WIRE NOT @] sERVICE SADDLE CLAVR CLL)
TERMINATED AT VALVE BOXES. @ WATER MAIN PIPE (D.l.,C.l.,AC.,P.V.C) CIVIL-PLANNING-SURVEYING
" ANSFSAF(’:ETERE,S *  FURNISHED BY UTILITY AGENCY 909 EAST 4500 SOUTH SUITE C
~ - * DI AND CI PIPE MAY BE DIRECTLY TAPPED SALT LAKE CITY, UTAR
RECOMMENDATIONS 7. UNTREATED BASE COURSE, PROVIDE PHONE (801) 8591862 FAX (801) 495-2547
MATERIALS SPECIFIED IN UDOT STANDARD
SPECIFICATION 02721. DO NOT USE GRAVEL AS
SUBSTITUTE FOR UTBC. PLACE MATERIAL PER 1. TAPPING: PLACE TAPS A MINIMUM OF 24" APART. USE A TAPPING TOOL THAT IS SIZED
APWA STANDARD SPECIFICATION 32 05 10. CORRESPONDING TO THE
1. WARNING TAPE FOR ONSITE UTILITIES TO BE COMPACT PER APWA STANDARD SPECIFICATION SIZE OF THE SERVICE LINE TO BE INSTALLED. NO TAPS WITHIN 24" OF END OF PIPE.
INSTALLED AT OWNERS DISCRETION. ALL PIPING 31 23 26 TO A MODIFIED PROCTOR DENSITY OF SR e B e e P DOC= CLANE. 15 REQUIRED ONALL PVC AND AC PIPE.
N RAWREQUIRES WARNING TAPE. WARNING TAPE 957 MAXIMUM LIFT TRICKNESS 8% 4. INSPECTION: PRIOR TO BA%KFILLING AROUND TAPS, SECURE INSPECTION BY SERVICE
SHALL BE INSTALLED ABOVE THE TOP OF PIPE - - ’
ALONG THE ENTIRE LENGTH. TAPE SHALL BE PROVIDER.
L ABELED APPROPRIATELY 5. BACKFILL: PROVIDE AND PLACE PER APWA SECTION 33 05 20. COMPACT PER APWA
' SECTION 31 23 26 TO A MODIFIED PROCTOR DENSITY OF 95 PERCENT OR GREATER.
MAXIMUM LIFT
THICKNESS IS 8 INCHES BEFORE COMPACTION. | OWNER
Lehi City Corporation
153 North 100 East
.y . . . . Lehi, Utah 84043
1 1] !
1 Utility Trenching w/ T-Patch Detall > 3/4" and 1" Service Tap Detall
NTS NTS
o /@
T AT NG T
. METER PLACEMENT: —lmﬂmﬂmﬂﬂy \qﬂ_lmm,—,_,ll___lmummmm,—.'
A. IN NEW CONSTRUCTION, INSTALL METER PER AGENCY REQUIREMENTS. ' l éé METAL CURB INLET
B. DO NOT INSTALL METERS UNDER DRIVEWAY APPROACHES, SIDEWALKS, OR CURB AND = IF REQUIRED - SEE
GUTTER. R BICYCLE SAFE PLANS
PIPE: INSTALL PIPE PER PLAN ON SITE WATER METER—~_| GRATE AND FRAME \oE
BYPASS VALVE: LOCK IN OFF POSITION. REQD FINISH GR | PROJECT TITLE
BLOCKING: USE CLAY BRICK OR CONCRETE BLOCK. -
DO NOT PLACE 5 . .
VAULT BOX: ANY BACKFILL Sunrise Summit Park
A. CENTER FRAME AND COVER OVER WATER METER. IN METER BOX z|s PAVING
B. ALLOW 1 INCH CLEARANCE AROUND WATERLINE WHERE LINE PASSES THROUGH WALL. 12
SEAL OPENING WITH COMPRESSIBLE SEAL. NOTES 4 AND5 — NE
. INSPECTION: PRIOR TO BACKFILLING AROUND METER BOX, SECURE INSPECTION OF 2s B
INSTALLATION BY UTILITY PROVIDER. P A
. BACKFILL: PROVIDE AND PLACE PER APWA SECTION 33 05 20. COMPACT PER APWA CROSS-BAR REQUIRED qs
SECTION 31 23 26 TO A MODIFIED PROCTOR DENSITY OF 95 PERCENT OR GREATER. do BICYCLE SAFE METAL CURB INLET
mi GRATE AND FRAME IF REQUIRED - SEE
REQD PLANS
TBC \ TBC J_
TRANSITION \ i’ 6"
COUPLER 2" MIN. DROP X 2" MIN. DROP ﬂ 12" VARIES
ELARED JOINT TO CURB FACE |N7 \ WCURB FACE INLET | SHEET TITLE
LIP OF GUTTER LIP OF GUTTER DETAILS
= VV‘I/? \,\\\\E
o) '04//\/ - Y
|—> II E A ATKI
D " " IVITIN.,
PIPE MATERIAL M 3/4" and 1" meter - Plan No. 521
PER PLAN & 5.0' VARIES 5.0'
— L
- PLAN VIEW
NTS
PRE-CAST CONCRETE
LEGEND
No. | * ITEM DESCRIPTION UTBC VARIES BASIN [REVISIONS
CAST IRON COVER (grass) | MARK | DATE | DESCRIPTION
® FRAME AND COVER DUCTILE IRON COVER (driveway) SIDE VIEW
18" TO 21" DIAMETER) | CORRUGATED PE, PVC, CMP, OR —_—
METER BOX %30" TO 36" DEEP) ) MATERIAL ACCEPTABLE TO AGENCY NTS
" OPTIONAL BACKFLOW PROTECTION
© 3/4" METER YOKE PER AGENCY REQUIREMENTS
OPTIONAL BACKFLOW PROTECTION
@ 1" METER YOKE PER AGENCY REQUIREMENTS
® SERVICE PIPE TYPE - PER PLAN
*  FURNISHED BY UTILITY AGENCY
ISSUE DATE 04 AUG 2014
ISSUE TITLE 100% CD
SCALE AS NOTED
1] 11} : T
3 3/4" and 1" Water Meter Detall 4 Curb Inlet Detall DRAWNBY -
NTS NTS CHECKED BY -
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B -—— 60.0'

EXPANSION JOINT

NOTES:

1. UNTREATED BASE COURSE:
PROVIDE MATERIAL AS PER

‘ SPECIFICATIONS. DO NOT USE

GRAVEL OR SEWER ROCK.
PLACE AS PER SPECIFICATIONS.

w

CONTRACTION JOINT

B o |
A A
SEE NOTE 5

CONTRACTION JOINT
SEE NOTE 2 EXPANSION JOINT
1/4 TO\
r 6" MIN. r_('-b'

(i_S)W COMPACT AS STATED IN

SPECIFICATIONS TO A MODIFIED
PROCTOR DENSITY OF 95 PERCENT
OR GREATER.

MAXIMUM LIFT THICKNESS IS
8-INCHES BEFORE COMPACTION.

2. CONCRETE: SIDEWALKS SHALL BE
CONSTRUCTED OF 4000 PSI
CONCRETE AND BE A MINIMUM

3. EXPANSION JOINTS: FULL DEPTH
1/2 INCH THICK TYPE

F1 JOINT FILLER MATERIAL PER
SPECIFICATIONS. SET

TOP OF FILLER FLUSH WITH
SURFACE FOR CONCRETE. PLACE
JOINTS TO MATCH EXPANSION
JOINT LOCATIONS IN SIDEWALK.

4. CONTRACTION JOINTS: MAKE
CONTRACTION JOINTS VERTICAL.

A. MAKE JOINTS AT LEAST 1/8 INCH
WIDE AND 1 INCH
DEEP OR 1/4 SLAB THICKNESS IF
THE SLAB IS GREATER THAN 4
INCHES THICK.

SIDEWALK
S=2.09

DETECTABLE WARNING STRIP
REQ'D PER ADA DESIGN
REQUIREMENTS

= 3.0' MIN —

SECTION A-A

NTS

ASPHALT

@ADA Ramp Detalil
NTS

OF 6 INCHES THICK. PLACE PER
N i _ (e | ‘ VARIES o, SPECIFICATIONS. T%OEES\(JISEAUZ INCH RADIUS
- PRI . B LN % I " A. IF NECESSARY, PROVIDE
T bhENeTer O s 4— — CONGCRETE THAT ACHIEVES C. MAXIMUM LENGTH TO WIDTH
S T ey e W o oy oy oy T o e f DESIGN STRENGTH IN LESS THAN 7 FSQAESRFEOFEQAwEIES IS1.5TO 1
e e e e e e e e e e e SECTION B-B DAYS. USE CAUTION, HOWEVER AS 8 MAXIMUM PANEL LENGTH IS 15
[ === === = SPIDER CRACKS DEVELOP IF AIR FEET
SECTION A—A TEMPERATURE EXCEEDS 90 DEGREES :
B. UNLESS SHOWN OTHERWISE,
PROVIDE 1/2 INCH RADIUS ON
CONCRETE EDGES EXPOSED TO
PUBLIC VIEW.
1 Concrete Sidewalk Detall
NTS
: ‘4‘4 X A 4 N - “<; ‘ ‘ o % ; °
2 oy p 45 4 4 <. < v
o § < A B R a - : C
a < ‘ : L ‘ <A v “ < 4
q © s T L. < A0.MIN £
4 qA o < o | ﬁ ‘A‘ ‘A‘ | . A“ ‘ ‘A‘ ‘ > o 3 4«
. A : i i . : o < . A4
Y e ot s o
‘- o P 1. -
a7 4a g : ‘ ‘ n ‘ ‘ <4
“ A A‘ A ‘A“ ) < Z q . | A
- . E : A < a - a
e 9, ‘ . RAMP 4 < 4
. 4 a ‘ -
; . : . pa
‘GA . : < ‘ 4 . AGIGI q . ‘A
. A . < < .4 A4
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< Y “‘ ‘gg\éoogugogog@gcd“‘ . DA ‘ T g
| Oonngoc 9695%0 ‘ 4 al ‘
Y ol 1eg05969496296%90¢  FLARE X a fe a4
a e FAARE 7 105059594 9%3080 ‘ S R
bl o 4 T 969909 MO&}\O%O | qé ‘ <Y L
RO 7 ‘ T ‘ 4 - ‘
. 2N MR P g S\ e 4
a v MY ) N\ : < - pay
| k |” -—2.0" ” | D 2 :‘L CURB @UT. GUTTER/TRANSITION
1 < S A a N S A9
> A
ASPHALT RAISED TRUNCATED DOME

1” RADIUS AT CORNERS\ 12"

ADD VAN ACCESSIBLE
SIGN TO STALLS NOTED
ON PLAN

2" 0.D. GALV. PIPE

CONCRETE FOOTING —

1 ’_6”

O

HANDICAP
PARKING ONLY

P
I VAN
ACCESSIBLE

1/2"

6”

5'-0"

|
Sl
T
36"

8”

SIGN DETAIL

@ADA PARKING
NTS

1.5

6'-0" MAX
HEIGHT

MIN.
BELOW
RADE

1/3 DIA.
€

4" ABS PERF PIPE
DAYLIGHT THRU BOTTOM
COURSE OF ROCKS

MIRAFI 180 N NON WOVEN
GEOTEXILE FABRIC

WASHED ¥;" ANGULAR
GRAVEL BACKFILL 1.00" AVG.
WIDTH - WRAPPED IN FILTER
FABRIC.

4" ABS PERF PIPE
DAYLIGHT THRU BOTTOM
COURSE OF ROCKS

NDISTURBED SOIL

@ Boulder Retaining Wall Detail
NTS

LIONL

L
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IRRIGATION SCHEDULE

SYMBOL MANUFACTURER/MODEL/DESCRIPTION PSI |] &
Y a—

(O, Hunter MP1000 PROS-06-CV-R 40 Bl Colony Design Collective
Turf Rotator, 6" (15.24 cm) pop-up with check valve, I 231 West, 800 South. Salt Lake City, UT. 84101
VALVE SCH EDU LE reclaimed body cap, pressure regulated to 40 psi (2.76 I ph.801.913.3014 [ colonydesigncollective.com
bar), MP Rotator nozzle on PRS40 body. M=Maroon adj arc
NUMBER MODEL SIZE TYPE PSI PSI@ POC GPM  PRECIP 90 to 210, L=Light Blue 210 to 270 arc, O=Olive 360 arc.

ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED OR REPRESENTED BY THIS DRAWING ARE OWNED BY AND THE PROPERTY OF COLONY DESIGN COLLECTIVE LLC AND WERE CREATED, EVOLVED, AND DEVELOPED FOR USE ON AND IN CONNECTION WITH THE SPECIFIED PROJECT. NONE OF THE IDEAS, DESIGNS, ARRANGEMENTS OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PERSON, FIRM, OR CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT WRITTEN CONSENT OF COLONY DESIGN COLLECTIVE LLC. WRITTEN DIMENSIONS ON

THESE DRAWINGS SHALL HAVE PRECEDENCE OVER SCALE DIMENSIONS. CONTRACTORS SHALL VERIFY AND BE RESPONSIBLE FOR ALL DIMENSIONS AND CONDITIONS ON THE JOB AND THIS OFFICE MUST BE NOTIFIED OF ANY VARIATION FROM THE DIMENSIONS AND CONDITIONS SHOWN BY THESE DRAWINGS. WARNING: REPRODUCTION HEREOF IS A CRIMINAL OFFENSE UNDER 18 U.S.C. SEC. 506. UNAUTHORIZED DISCLOSURE MAY CONSTITUTE TRADE SECRET MISAPPROPRIATION IN VIOLATION OF I.C.24-2-31-1 ET. SEQ. AND OTHER LAWS.

1 Hunter ICV-G-FS- 1-1/2" Bubbler 38.03 39.97 36.75 7.66in/h

2 Hunter ICV-G-FS- 1" Shrub Rotary 43.97 44.10 10.55 0.39in/h ®©® Hunter MP2000 PROS-06-CV-R 40
3 Hunter ICV-G-FS- 1-1/2"  Turf Rotary 46.28 46.76 22.73 0.48in/h Turf Rotator, 6" (15.24 cm) pop-up with check valve,

4 Hunter ICV-G-FS- 1-1/2" Turf Rotary 47.45 47.94 24.15 0.55in/h reclaimed body cap, pressure regulated to 40 psi (2.76

5 Hunter ICV-G-FS- 1-1/2" Shrub Rotary 46.70 47.73 28.74 0.48in/h bar), MP Rotator nozzle on PRS40 body. K=Black adj arc

6 Hunter ICV-G-FS- 1" Bubbler 36.60 36.69 8.75 7.66 in/h 90-210, G=Green adj arc 210-270, R=Red 360 arc.

7 Hunter ICV-G-FS- 1-1/2" Shrub Rotary 45.86 46.99 22.26 0.54in/h ‘®

8 Hunter ICV-G-FS- 1" Turf Rotary 43.91 44.06 5.72 0.46 in/h (B) @ Hunter MP3000 PROS-06-CV-R 40
9 Hunter ICV-G-FS- 1-1/2" Bubbler 37.32 40.50 35.75 7.66in/h Turf Rotator, 6" (15.24 cm) pop-up with factory installed

10 Hunter ICV-G-FS- 1-1/2" Turf Rotary 45.56 48.71 35.83 0.56in/h check valve, reclaimed body cap, pressure regulated to 40

11 Hunter ICV-G-FS-R 1-1/2" Shrub Rotary 50.04 53.37 37.25 0.51in/h psi (2.76 bar), MP Rotator nozzle on PRS40 body. B=Blue

12 Hunter ICV-G-FS-R 1" Turf Rotary 45.11 46.71 8.72 0.48 in/h adj arc 90-210, Y=Yellow adj arc 210-270, A=Gray 360

13 Hunter ICV-G-FS-R 1" Bubbler 34.87 38.16 13.75 7.66in/h arc.
14 Hunter ICV-G-FS-R 1" Shrub Rotary 48.11 50.42 7.96 0.29in/h

R
R
R
R
R
R
R
R
R
R

D Hunter MP Corner PROS-06-CV-R 40
Turf Rotator, 6" (15.24 cm) pop-up with factory installed
check valve, reclaimed body cap, pressure regulated to 40 STAMP

psi (2.76 bar), MP Rotator nozzle on PRS40 body.

T=Turquoise adj arc 45-105. CONSULTANT

@ &L Hunter MP Strip PROS-06-CV-R 40
Turf Rotator, 6" (15.24 cm) popup with factory installed

check valve, reclaimed body cap, pressure regulated to 40

psi (2.76 bar), MP Rotator nozzle on PRS40 body.

LST=Ivory left strip, SST=Brown side strip, RST=Copper

right strip.

@@ Hunter MP1000 PROS-12-CV-R 40
Shrub Rotator, 12" (30.48 cm) pop-up with check valve,
purple cap, pressure regulated to 40 psi (2.76 bar), MP
Rotator nozzle. M=Maroon adj arc 90 to 210, L=Light Blue
210 to 270 arc, O=O0live 360 arc on PRS40 body.

7.96

®©® Hunter MP2000 PROS-12-CV-R 40
Shrub Rotator, 12" (30.48 cm) pop-up with factory installed
check valve, reclaimed body cap, pressure regulated to 40
psi (2.76 bar), MP Rotator nozzle. K=Black adj arc 90-210,
G=Green adj arc 210-270, R=Red 360 arc on PRS40 body.

®® Hunter MP3000 PROS-12-CV-R 40
Shrub Rotator, 12" (30.48 cm) pop-up with factory installed
check valve, reclaimed body cap, pressure regulated to 40
psi (2.76 bar), MP Rotator nozzle. B=Blue adj arc 90-210,
Y=Yellow adj arc 210-270, A=Gray 360 arc on PRS40
body.
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| OWNER

M Hunter RZWS-SLEEVE-18-25CV 30

18" long RZWS with Filter Fabric Sleeve, 0.25 GPM bubbler, Leh| C|ty Corporation
Check Valve, 1/2" swing joint for connection to 1/2" pipe
153 North 100 East

Lehi, Utah 84043
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SYMBOL MANUFACTURER/MODEL/DESCRIPTION

G Hunter ICV-G-FS-R
1", 1-1/2", 2", and 3" Plastic Electric Remote Control
Valves, Globe Configuration, with NPT Threaded
Inlet/Outlet, for Commercial/Municipal Use. With Filter
Sentry Factory Installed Option, and Reclaimed Water ID,
Purple Handle.

Y | Hunter HQ-44LRC-AW-R
Quick coupler valve, purple rubber locking cover for
reclaimed water use. Red brass and stainless steel, with 1"
NPT inlet, 2-piece body. Acme Key with Anti-Rotation
Wings.

» @ Nibco T-113-K
1 M) Class 125 bronze gate shut off valve with cross handle,
W same size as mainline pipe diameter at valve location. Size
Range - 1/4" - 3"

WeatherTRAK ET Pro3 - WTPro3-C-12-SPH . .
Weather TRAK Pro3 series controller, 12 station, heavy Sunrlse Summlt Park
duty stainless enclosure, grounded per manufacturers
recomendation, include remote control, one year
subscription to WeatherTRAK service, include WeatherTRAK
Flow link system (WTFL-ST). Contractor to verify
communication and controller components with Lehi City
staff prior to purchase.
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Hunter HFS-208
Flow Sensor for use with ACC controller, 2" Schedule 80
o Sensor Body, 24 VAC, 2 amp.
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Q, AMIAD M102C AUTOMATIC SELF CLEANING FILTER

AUTOMATIC FILTER WITH STRONG BOX ENCLOSURE MODEL
SBBC-40ALHP | SHEET TITLE

NOTE: IRRIGATION PIPING AND EQUIPMENT IS SHOWN P.0.C. Point of Connection 2" IRRIGATION PLAN
IN PAVED AREAS FOR GRAPHIC CLARITY ONLY.

LOCATE ALL PIPES AND EQUIPMENT IN LANDSCAPE
AREAS WHERE POSSIBLE. ALL PIPES UNDER
PAVEMENT SHALL BE SLEEVED.

Irrigation Lateral Line: PVC Schedule 40

PVC Schedule 40 irrigation pipe. Only lateral transition pipe
sizes 1" and above are indicated on the plan, with all others
being 3/4" in size.

Irrigation Mainline: PVC Schedule 40
PVC Schedule 40 irrigation pipe. | REVISIONS
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ALL IDEAS, DESIGNS, ARRANGEMENTS AND PLANS INDICATED OR REPRESENTED BY THIS DRAWING ARE OWNED BY AND THE PROPERTY OF COLONY DESIGN COLLECTIVE LLC AND WERE CREATED, EVOLVED, AND DEVELOPED FOR USE ON AND IN CONNECTION WITH THE SPECIFIED PROJECT. NONE OF THE IDEAS, DESIGNS, ARRANGEMENTS OR PLANS SHALL BE USED BY OR DISCLOSED TO ANY PERSON, FIRM, OR CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT WRITTEN CONSENT OF COLONY DESIGN COLLECTIVE LLC. WRITTEN DIMENSIONS ON

THESE DRAWINGS SHALL HAVE PRECEDENCE OVER SCALE DIMENSIONS. CONTRACTORS SHALL VERIFY AND BE RESPONSIBLE FOR ALL DIMENSIONS AND CONDITIONS ON THE JOB AND THIS OFFICE MUST BE NOTIFIED OF ANY VARIATION FROM THE DIMENSIONS AND CONDITIONS SHOWN BY THESE DRAWINGS. WARNING: REPRODUCTION HEREOF IS A CRIMINAL OFFENSE UNDER 18 U.S.C. SEC. 506. UNAUTHORIZED DISCLOSURE MAY CONSTITUTE TRADE SECRET MISAPPROPRIATION IN VIOLATION OF I.C.24-2-31-1 ET. SEQ. AND OTHER LAWS.
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NOTE: IRRIGATION PIPING AND EQUIPMENT IS SHOWN
IN PAVED AREAS FOR GRAPHIC CLARITY ONLY.
LOCATE ALL PIPES AND EQUIPMENT IN LANDSCAPE
AREAS WHERE POSSIBLE. ALL PIPES UNDER
PAVEMENT SHALL BE SLEEVED.
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NOTE: PROVIDE RIP RAP FOR FILTER FLUSH TO MATCH
LANDSCAPE BOULDERS.

IRRIGATION SCHEDULE
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MANUFACTURER/MODEL /DESCRIPTION

Hunter MP1000 PROS-06-CV-R

Turf Rotator, 6" (15.24 cm) pop-up with check valve,
reclaimed body cap, pressure regulated to 40 psi (2.76
bar), MP Rotator nozzle on PRS40 body. M=Maroon adj arc
90 to 210, L=Light Blue 210 to 270 arc, O=0Olive 360 arc.

Hunter MP2000 PROS-06-CV-R

Turf Rotator, 6" (15.24 cm) pop-up with check valve,
reclaimed body cap, pressure regulated to 40 psi (2.76
bar), MP Rotator nozzle on PRS40 body. K=Black adj arc
90-210, G=Green adj arc 210-270, R=Red 360 arc.

Hunter MP3000 PROS-06-CV-R

Turf Rotator, 6" (15.24 cm) pop-up with factory installed
check valve, reclaimed body cap, pressure regulated to 40
psi (2.76 bar), MP Rotator nozzle on PRS40 body. B=Blue
adj arc 90-210, Y=Yellow adj arc 210-270, A=Gray 360
arc.

Hunter MP Corner PROS-06-CV-R

Turf Rotator, 6" (15.24 cm) pop-up with factory installed
check valve, reclaimed body cap, pressure regulated to 40
psi (2.76 bar), MP Rotator nozzle on PRS40 body.
T=Turquoise adj arc 45-105.

Hunter MP Strip PROS-06-CV-R

Turf Rotator, 6" (15.24 cm) popup with factory installed
check valve, reclaimed body cap, pressure regulated to 40
psi (2.76 bar), MP Rotator nozzle on PRS40 body.
LST=Ivory left strip, SST=Brown side strip, RST=Copper
right strip.

Hunter MP1000 PROS-12-CV-R

Shrub Rotator, 12" (30.48 cm) pop-up with check valve,
purple cap, pressure regulated to 40 psi (2.76 bar), MP
Rotator nozzle. M=Maroon adj arc 90 to 210, L=Light Blue
210 to 270 arc, O=0Olive 360 arc on PRS40 body.

Hunter MP2000 PROS-12-CV-R

Shrub Rotator, 12" (30.48 cm) pop-up with factory installed
check valve, reclaimed body cap, pressure regulated to 40
psi (2.76 bar), MP Rotator nozzle. K=Black adj arc 90-210,
G=Green adj arc 210-270, R=Red 360 arc on PRS40 body.

Hunter MP3000 PROS-12-CV-R

Shrub Rotator, 12" (30.48 cm) pop-up with factory installed
check valve, reclaimed body cap, pressure regulated to 40
psi (2.76 bar), MP Rotator nozzle. B=Blue adj arc 90-210,
Y=Yellow adj arc 210-270, A=Gray 360 arc on PRS40
body.

Hunter RZWS-SLEEVE-18-25CV

18" long RZWS with Filter Fabric Sleeve, 0.25 GPM bubbler,
Check Valve, 1/2" swing joint for connection to 1/2" pipe

MANUFACTURER/MODEL /DESCRIPTION

Hunter ICV-G-FS-R

1", 1-1/2", 2", and 3" Plastic Electric Remote Control
Valves, Globe Configuration, with NPT Threaded
Inlet/Outlet, for Commercial/Municipal Use. With Filter
Sentry Factory Installed Option, and Reclaimed Water ID,
Purple Handle.

Hunter HQ-44LRC-AW-R

Quick coupler valve, purple rubber locking cover for
reclaimed water use. Red brass and stainless steel, with 1"
NPT inlet, 2-piece body. Acme Key with Anti-Rotation
Wings.

Nibco T-113-K
Class 125 bronze gate shut off valve with cross handle,

same size as mainline pipe diameter at valve location. Size
Range - 1/4" - 3"

WeatherTRAK ET Pro3 - WTPro3-C-12-SPH

Weather TRAK Pro3 series controller, 12 station, heavy
duty stainless enclosure, grounded per manufacturers
recomendation, include remote control, one year
subscription to WeatherTRAK service, include WeatherTRAK
Flow link system (WTFL-ST). Contractor to verify
communication and controller components with Lehi City
staff prior to purchase.

Hunter HFS-208
Flow Sensor for use with ACC controller, 2" Schedule 80
Sensor Body, 24 VAC, 2 amp.

AMIAD M102C AUTOMATIC SELF CLEANING FILTER
AUTOMATIC FILTER WITH STRONG BOX ENCLOSURE MODEL
SBBC-40ALHP

Point of Connection 2"

Irrigation Lateral Line: PVC Schedule 40

PVC Schedule 40 irrigation pipe. Only lateral transition pipe
sizes 1" and above are indicated on the plan, with all others
being 3/4" in size.

Irrigation Mainline: PVC Schedule 40
PVC Schedule 40 irrigation pipe.
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